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AMENDMENTS TO THE SPECIFICATION: 

Page 4 , lines 15-18 , replace with the following amended 
paragraphs : 

Figure 6 is a perspective view of shield pads of Figure 4 
rolled up together and secured by an elastic strap; [[and]] 


o 


Figure 7 is an enlarged sectional view of a suction cup 
attached to a shield pad [ [ . ] ] ; 


Page 4 , after line 18, add the following new paragraphs: 



Figure 8 is an enlarged sectional view taken at line 8-8 

in Figure 6, showing a snap fastener assembly utilized with the 
invention; and 

Figure 9 is an enlarged sectional view taken at line 9-9 

in Figure 3, showing a hook and loop fastener utilized with the 
invention . 
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Page 5 , line 21 through Page 6 , line 6, replace with 
the following amended paragraph: 


The elastic band 24 has at its outer end a snap-fastener 
component 26_ engageable with a cooperating component 28, one 
component being male and the other female. The components 
cooperate to effect the wrapping and securing of the pads 
together. Alternatively, hook and loop fastener elastic 
band component 25 (Figure 9) may engage end portions of the 
shield pads, and cooperate with hook and loop fasteners on 
the strap and on the shield pads. Rolled-up pads are 
thus secured together by the elastic band, thus to provide 
ease of handling, maneuvering and rolling up of the shield 
pads . 


